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Short-Circuit and Earth Fault Indicators

Solutions for Remote Monitoring

Voltage Detectors and Detecting Systems

Earthing Devices and Accessories
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Technical data Rotor Indicator
I>> Short-circuit trip current 150 – 2,000 A (factory setting)
tI>> Response time 100 ms at rated trip value
Accuracy ±10 %
Reset Manual reset with hot stick
Material ▪�’ �+�R�X�V�L�Q�J���D�Q�G���¿�[�L�Q�J���V�F�U�H�Z�V���P�D�G�H���I�U�R�P���S�R�O�\-

amide
▪�’ Yoke made from ferromagnetic steel

Temperature range -40 to +85 1.73e
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Article Order no.
Opto F 3.0 Opto F+E 3.0

Display unit in plug-in housing 33-0513-001 36-0323-001
Display unit in surface mount 
housing

33-0613-001 36-0313-001

Accessories See on page 10
External signal lamp See on page 10
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SIGMA plus, plug-in housing

SIGMA plus, surface mount housing

SIGMA plus







Conductor Ø [mm] Cable length [m] Order no.
15
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SIGMA 2.0

SIGMA  2. AC/DC0



Article Order no.
Sigma 2.0 Sigma 2.0 AC/DC Sigma F+E 2.0 Sigma F+E 2.0 AC/DC

Display unit
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SIGMA F+E 3  2.0

SIGMA F+E 3  2.0 AC/DC

S

h

o

r

t

-

c

i

r

c

u

i

t

 

a

n

d

 

e

a

r

t

h

 

f

a

u

l

t

 

d

e

t

e

c

t

i

o

n

 

f

r

o

m

+

E

 

s

i

n

g

l

e

-

p

h

a

s

e

 

c

u

r

r

e

n

t

 

s

e

n

s

o

r

s

1

8

P

h

a

s

e

-

s

e

l

e

c

t

i

v

e

 

f

a

u

l

t

 

i

n

d

i

c

a

t

i

o

n

 

a

n

d

 

f

a

u

l

t

 

s

i

g

n

a

l

l

i

n

g

1

8





20

SIGMA D++

SIGMA D

SIGMA D+

�'�L�S�O�����,�Q�J�����+�����+�R�U�V�W�P�D�Q�Q���*�P�E�+���’���Z�Z�Z���K�R�U�V�W�P�D�Q�Q�J�P�E�K���F�R�P���’���L�Q�I�R�#�K�R�U�V�W�P�D�Q�Q�J�P�E�K���F�R�P

Product features

■�v CT
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ComPass A

�'�L�S�O�����,�Q�J�����+�����+�R�U�V�W�P�D�Q�Q���*�P�E�+���’���Z�Z�Z���K�R�U�V�W�P�D�Q�Q�J�P�E�K���F�R�P���’���L�Q�I�R�#�K�R�U�V�W�P�D�Q�Q�J�P�E�K���F�R�P

Product features
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■�v Delivers the right data to the right person at the right time
■�v Receives and stores all data from remote devices
■�v Analyses and evaluates the data via multiple channels and protocols
■�v Extends SCADA's data collection horizon
■�v �5�H�G�X�F�H�V���Q�H�W�Z�R�U�N���G�R�Z�Q���W�L�P�H�V���V�L�J�Q�L�¿�F�D�Q�W�O�\���G�X�H���W�R���T�X�L�F�N���I�D�X�O�W���L�Q�I�R�U�P�D�W�L�R�Q��

transfer

iHost



45�'�L�S�O�����,�Q�J���Ø�+���Ø�+�R�U�V�W�P�D�Q���*�W�U�Ø���’���Z�Z�Z�O�H�+�R�U�V�W�P�D�Q�J�W�U�K�O�F�+�P���’���@�,�Y�+�#�H�+�R�U�V�W�P�D�Q�J�W�U�K�O�F�+�P



46 �'�L�S�O�����,�Q�J�����+�����+�R�U�V�W�P�D�Q�Q���*�P�E�+���’���Z�Z�Z���K�R�U�V�W�P�D�Q�Q�J�P�E�K���F�R�P���’���L�Q�I�R�#�K�R�U�V�W�P�D�Q�Q�J�P�E�K���F�R�P

Remote monitoring solutions for distribution utilities

�2�Q�H���L�+�R�V�W���V�R�O�X�W�L�R�Q���¿�W�V���\�R�X�U���U�H�T�X�L�U�H�P�H�Q�W�V��

■�v iHost Cloud
■�v iHost Compact
■�v iHost Solo / iHost Pro

The options differ in the way of data provision for the different departments of 
the distribution utility.

iHost Cloud






